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(b) On every motor vehicle eighty inches or more in over-all width
or thirty feet or more in over-all length, there shall be the following
lighting devices and reflectors in addition to those required by para-
graph (a) above:
On the front, two white or yellow clearance lamps, one at each side.
On the rear, two amber or red clearance lamps, one at each side.
3.   On every truck tractor there shall be the following lighting de-
vices and reflectors:
On the front: two side lamps, one at each side, and two white or
yellow clearance lamps, one at each side;
On each side: one white or yellow side marker lamp located at
or near the front;
On the rear: one red or yellow stop light, one red tail lamp, and
two red reflectors, one at each side.
4. On every trailer, or semi-trailer, having a gross weight in excess of
3,000 pounds, there shall be at least the following lighting devices
and reflectors:
On the front, two white or yellow clearance lamps, one at each
side;
On each side, one red side marker lamp, located at or near the rear
and two side marker reflectors, one white or yellow, at .or near
the front, and one red at or near the rear; and
On the rear, two red clearance lamps, one at each side; one red
or yellow stop light; one red tail lamp; and two red reflectors, one
at each side. (Filed, secretary state's office-October 5, 1937.)
Rule 66. Every enclosed (bus) motor vehicle used in the transporta-
tion of passengers shall have an emergency door in the rear, or on the side
of the vehicle at or near the rear. (Filed, secretary state's office-October
5, 1937.)
Rule 67. Every bus shall carry at all times one metal first aid kit, with
supplies sufficient for ten injured persons; and one hand axe. (Filed, sec-
retary state's office-October 5, 1937.)
Rule 68. Motor vehicle carrier vehicles when used for the transporta-
tion of explosives shall display the word "EXPLOSIVES" in letters not
less than six inches high on the front, rear, and each side thereof. The
ends and sides of such vehicles, when of the open body type, must be
high enough to prevent packages of explosives from falling off, and in
no event shall the explosives be loaded to within twelve inches of the
top of the body of such vehicles, and the floor must be so tight that nothing
can be passed through it. Any exposed metal on the sides of the body, liable
to come in contact with explosives, must be covered or protected with
wood or other non-metallic material. Such vehicles must be equipped with
at least two fire extinguishers of standard make. No metal, metal tools,
carbides, oils, matches, fire arms, electric storage batteries, inflammable
substances, acids, oxidizing or corrosive compounds shall be carried in
the bed or body of any such motor vehicles used for the transportation
of explosives. Blasting caps or electric blasting caps must not be hauled
on a vehicle containing other explosives. Explosives shall be transported


